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By David Novik, Herbert Heppler, and Paul M. St ig l ic  

The action of a surge c o n t r o l  that reduced fuel  flow after receiv- 
ing an indication of  surge i n i t i a t i o n  was investigated. From a survey 
of engine  parameters,  the  derivative of  compressor-discharge pressure 
was best s u i t e d  as a surge-control signal. The control system could 
successfully llmit surge to only 1 cycle but could not completely  pre- 
vent  surge. The inabi l i ty  of the  control to interrupt a surge  cycle 
and thereby  prevent c.orupletion of.1 cycle of surge leads t o  the con- 
c lus ion  that a surge  cycle is fundamentally irreversible. 

i 

%+ 
A t  speeds below idle, a prolonged flat r eg im of caqressor-  

discharge  pressure existed p r io r   t o  surge, and the  control had sufficient 
time t o  reduce fue l  flow befbre surge  could  occur. 

The occurrence of stall o r  surge during rapid accelerations iurposes 
a significant  limitation on the  acceleration  potential of current  turbo- 
jet engines. S t a l l  and surge result i n  Loss of acceleration, overtem- 
perature  operation,  high compressor blade stresses, severe vibi-ations, 
and sometimes came combustor flame-out; hence, it is necessary t o  re- 
strict engine acceleration in order t o  avoid the s ta l l  and surge  regions. 

Schedule-type control systems, based on kperimentally determined 
surge  lines, have thus fa r  afforded the best practical  protection 
against surge during acceleration. However, these  schedule  controls 
a re  far from beFng cqle te ly   sa t i s fac tory ,   p r imar i ly  because it has 
been found that the  surge lines vary from engine t o  engine of the same 
model  and also-vary with alt i tude,  flight Mach number, inlet-air dis tor-  
tion, and previous engine operating  history (ref. 1). I n  order t o  make 
surge  schedules s a f e  for the worst condition of operation, it is nec- 

englne acceleration would otherwise be permissible. Th i s  limitation on 
b essary bo sacrifice  acceleration in operating  regions where greater 

1 
turbojet-engine  acceleration has resulted in a seaFch 
ods o a e r  than  schedules 

for  control meth- 
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The action of .a control system that would trigger a reduction in 
fuel  f l o w  upon receipt of a sf- indicative of surge ini t la t ion  ha^ 
been investigated at the NACA Lewis laboratory. Surge prevention with 
such a control would be a function of measured engine  conditions  rather 
than a function of a predetermined  schedule. The control system was 
essentially incaq le t e  in that provision was not made f o r  continuation 
of acceleration follawing the fuel  cut-back. However, the primary 
objective of this project waa t o  determine whether a fuel-flow cut-back, 
triggered by a surge-initiation simal from the .ettgine, could success- 
ful ly  eliminate  surge. Lo d 

43 
rrl 

Data are shown relative t o  the  effects of -fuel cut-back  timing, 
the amount af fuel  reduction, and the method of surge in i t ia t ion  on the 
effectiveness of the  control syetem. The control waa modified t o  
actuate an increase in  exhaust-nozzle area as an attemgt t o  e l a t e  
surge. The t e s t  engine W E ~ B  a two-spool turbojet engine fi t ted w5th a 
variable-area exhaust nozzle. 

APPARATUS 

Fuel System and Control 

The engine fuel system, up t o  the flow divider, wa6 supplanted by 
a research-facility  fuel  valve  (fig. '1). The research-facility fuel 
valve  consisted of a reducing-valve regulator  controlling the pressure 
drop across a t h r o t t l e  valve, the  position of which (and thus the area) 
was varied by an ..electrohydraulic servomotor. In such a system the 
fuel  flow through the th ro t t l e  valve is proportional t o  the  thrott le- 
valve  position. If the engine f u e l  system, downstream of the fuel valve, 
has no capacitance,  the  throttle-valve  position would therefore  be  inaic- 
a t ive of engine fuel flow. The Fuel system of the  teat  engine incorpor- 
ated a flow divider that fed in to  a small-slot  fuel manifold and a 
spring-loaded  large-slot manifold. In  order t o  e l i t e  the  capaci- 
tance  effect of filling the spring-loaded Ipanlfold, enghe  operation 
was restricted  to  operation below and  above the opening point of the 
large-slot m~anifold. For the data shown, therefore, the throt t le-  
valve  position w&8 proportional t o  the engine fuel  flow. The reapome 
of the  research-facility fuel valve wa8 flat t o  approximately 100 cps 
for  the  size of' the fuel changes required  (ref. 2 ) . 

As electronfc m u t e r  w&8 used t o  provide the desired control- 
system transfer  function. The voltage  output of the computer waa fed 
t o  the  input of the electrohydraulic servomotor of the research-facility 
fuel  valve. The fue l  flow was therefore  regulated in accordance with 
the ccmrputff output ( f ig .  2). 
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The computer circuitry  permitted an input  voltage,  indicative of a 
desired  acceleration, t o  pass through t o  the fuel  valve as long as the 
engine accelerated normally. kmediately upon the occurrence of surge, 
a signal from the englne, indicative of surge init iation, wa8 used t o  
cut back the acceleration input and thereby reduce the fue l  flow. As 
shown in figure 2, the surge signal was biased with a variable voltage. 
For a given  surge signal,  t h i s  control bias had the effect  of changing 
the voltage and therefore the timing of the control cut-back. An addi- 
tional voltage  bias was used i n  conjunction with the h p u t  function fn 
order  to permit adjustment of' the cut-back level; this corresponded t o  
adjustment of the amount of fuel reduction. The basic comguter c i r -  
cuitry corresponded t o  a bistable multivibrator  circuit  (ref. 3). 

0 

Engine 

A two-spool engine wlth a variable-area  exhaust  nozzle  (fig. 3) 
was used in the investigation. The area was varied by means of a 
butterfly  valve  actuated by a high-speed electrohydraulic servamotor 

figure 3(b . 

I ,  

le 
7 ' P  2 The engine was equipped with intercompressor bleeds that were mafn- 

(fig. 3(a)1 - A time history of the butterfly response is shown in 

tained  closed at the low engine  speeds and open at the high e n m e  
speeds in order t o   f a c i l i t a t e  surge  occurrence. Inssmuch as the exhaust- 
nozzle area u t i l i zed  differed from the manufacturer's  exhaust  nozzle 
and the interconpressor bleeds w e r e  maintained open and closed i n  an 
apposite sequence with normal engine  operation, the engine data are not 
considered  representative of any specific two-spool engine. 

kstrumentation 

Engine speed. - Engine speed w&a measured by recordfng the direct- 
current  voltage  output of an electronk counter that counted the pulses 
supplied from a 180-tooth tachmeter  generator. Before recording, the 
speed signal was filtered with two cascaded. lags that  had approx"be 
time  constants of 0.01 second each. Only the inner-spool  speed w a s  
recorded. 

Acceleration. - Acceleration was obtained from the derivative of 
the speed signal (taken electronically) a f t e r  further f i l t e r ing  of the 
speed signal. 'she addi t ional   f i l ter  had characteristics as shown In 
figure 4. The derivative  circuit itself had a stabilizing lag of 0.01 

c second. 

Fuel flow. - As previously  discussed, the fuel-valve  position was 
4 recorded as an indication of fuel flow. 
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Engine pressures. - Engine pressures were measured by means of 
strain-gage  pressure  pickups.  Pressure  responses had apparent time 
constants less than 0.01 second. .... .. 

Derivative of engine pressure. - The derivative of pressure was 
taken  electronically with circuitry that incorporated a 0.01-second kig. 

Re.corder. - Data  were recorded on a 6-chamel  oscillograph that 
had a f l a t  response t o  approximately 100 cycles. 

RES- 

Preliminmy  Investigation 

Three types of prelimhary teats were run on the engfne pr ior   to  
any surge-control  bvestigation.  First, a series of pulse-type  fuel- 
input  accelerations were made far the purpose of establishing  basic 
engine svge  character is t ics  and evaluating  surge-control  requirementa. 
Second,. a survey of campressor-discharge-preseure frequencies was made 
in order t o  determine whether a characteristic  presurge frequency might 
appear that could. be. used for control purposes. Finally, engine surge .( 

data were examined with  the object of selecting-a pa-ter that would 
be indicative of engine  surge. 

- 

? 

Pulse-type fuel  inputs. - A single-pulee fuel input,  resulting in 
engine  surge, is shown in figure 5. The sharp drop in comgreasor- 
discharge  pressure  .(pressure at discharge of Fnner compressor) and 
acceleration and the reversal Fn sign of the  derivatives of these var- 
iables  are  ty-picalof  surge  initiation. The data  indicate  that a 
complete cycle o h u r g e  occurred, despite the fac t  that the  fuel flow 
was being reduced before the swge  cycle had begun. 

A series of repeated  fuel. Fnput pulses is sbyn Fn- figure 6 .  The 
pulse frequency was approximately 10 cps, whereas the-su&ge frequency 
obtained for the prolonged period -.of fuel pulses was about 4 cps . The 
surge frequency was therefore independent of t h e   f u e l - p d e  frequency, 
from  which it may be  inferred that a fuel cut-back cannot interrupt . 
the completion of a surge  cycle,  Figure 6. also shows that the canpressor- 
discharge  pressure and i t s  derivative respond to the fuel pulses  during 
normal operation but do not respond duriag  surge. In contrastj the 
acceleration and its derivative appear t o  respond t o  the fue l  pulse8 
during  surge as well as during n0nm.l operation. Apparently, the chang- 
tag energy inputs (fuel pulses) are suf f ic ien t ly   h rge  to affect  the 
acceleratiQn during surge,  but  the  forces  involved in the surge  cycle 
are too Large t o  be affected by the fuel f l o w .  

a 

. 
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* Survey of coqressor-discharge-pressure frequencies. - A survey of 
carqpressor-discharge-pressure frequencies was d e  in order t o  deter- 
mine whether a characterbt ic  frequency might appear as the engfne 
approached surge. Such a characteristic frequency, if  it existed, would 
be useful as a presurge warning and as a surge-control  parameter.  Fig- 
ure 7 shows two accelerations in which the cmpressor-discharge-pressure 
traces were paesed through a re jec t ion   f i l t e r  that rejected a l l  fre- 
quencies below 10 cps. An acceleration with approximately  100-percent 
exhaust-nozzle area is shown i n  figure  7(a), and a similar acceleration 
from the same i n i t i a l  speed but  w i t h  approximately  80-percent  exhaust- 
nozzle area is shown i n  figure 7(b). Comparison of figures  7(a) and 
(b)  indicates that the smaller  exhaust-nozzle  area  (fig. 7(b)) resulted 
i n  engine operation  closer t o  the surge  line, as evfdenced by the  higher 
compressor-discharge pressure and by the f ac t  that surge was obtained 
w i t h  the same f u e l  input that resulted i n  the n-1 acceleration of 
figure 7(a). However, no characteristic frequency was found i n  figure 
7(b),  either  during the steady-state  operation  or  during the small time 
period of the acceleration i n t o  surge. The frequency that shows up i n  

buted t o  60-cycle .instrumentation  noise. 
L the   f i l tered compressor-discharge-pressure traces of figure 7 is  attri- 

- 
L Selection of surge-control paremeter. - Ehghe variables were exam- 

ined during surge in order t o  determine which variable might provide 
the max- u t i l i t y  as a surge-control  parameter. Figure 8 shows the 
behavior of engine variables a t  the  inception of, and d u r a ,  surge. 
Cqressor-discharge  pressure and its derivative and. outer-corupressor- 
discharge  pressure and its derivative are Bhown in f m e  8(a). Accel- 
eration asd its derivative and compressor-discharge pressure are shown 
in figure 8(b). It was poss ib le   to   ob tab  the traces of compressor- 
discharge  pressure  without  resorting t o   f i l t e r i n g  so that the poht of 
reversal i n  this pressure  trace was consider& as a reference with 
respect  to  ,surge  initiation. For control purposes, however, the deriv- 
a t ive of the ccanpressor-discharge pressure  (fig. 8(a) was selected as 
the  best  control parameter. The value of the derivative changes sign 
from plus t o  minus at surge  init iation and was therefore convenient t o  
use in  the diode circuitry of the electronic cwquter. 

Inspection of the outer-coqpressor-discharge pressure trace and 
its derivative  (fig.  8(a))  corroborates  the  selection of cmpressor- 
discharge  pressure-ai the parameter indicative of surge  initiation. 
There is a sudden build-up of outer-collypressor pressure asd its tieriv- 
at ive that occurs at the same time 88 the drop in c ~ r e s s o r - d i s c h a r g e  
pressure. Apparently  surge is in i t ia ted  i n  the Fnner ccqressor  and 
the  resultant break-down of air flow through the inner compressor causes 

the pressure  build-up becomes great enough, the outer c o ~ r e s s o r  Is 
then  apparently  forced  into  surge. Outer-compressor-disckge pressure 
therefore  did not drop until approximately 0.03 second after the initial 

e a build-up of  pressure at the discharge of the  outer  cmgressor. When 

d 
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drop i n  c o l ~ l p r e s s o r - ~ c ~ g e . p r e s g u r ~ ~ . . ~ d  conee.quent3_y it  m a  not  con- 
sidered as a suitahle.  swge-c6ntrol parameter. The pogs ib .k ty  of com- 
bining the  effect. &. - the  .decrease i n  c~ressor-di6charge  pressure with 
the increase in outer-compressor-discharge  pressure was considered  fea- 
sible, because the  difference between the.  two pressures md emphasize 
the beginning of surge. Consequently, several  control  tests were made 
with the  derivative of the difference between inner-  and outer- 
compressor-discharge pressure taken RE the  surge-initiation signal. 

Acceleration and i ts  derivative are shown during  surge on figure' 
8(b). For the  particular  instrumentation  utilized i n  . t h i s  investigation, 
speed derivatives  required  high-order  filtering in order t o  reduce the 
noise level.  As a result, the signal6 f r o m  acceleration-and its deriva- 
ative  lamed the compressor-discharge pressure and were not used a8 
control parameters. 

Surge-Control Tests 

Surge-control t e s t s  were lz~n with a control system that triggered 
a reduction Fn fue l  f l o w  when a feedback signal from the engine gave 
an indication of surge ini t ia t ion.  Except as noted, surge was induced 
as a result  of f u e l - f l o w  inputs, and the derivative of conrpressor- 
discharge  pressure was used as t&e signal t o   b d i c a t e  surge. Control 
action was investigated for (1) variations of fuel Fnputs, (2) control 
bias (related  to t:iming of fuel cut-back), and (3) s i z e  of fuel 
cut -back I 

Effect of fuel input rate. - In figure 9 is shown the action of 
the  control system and the resul tant  response of the engine &B the 
control  cut back the  fuel flow following acceleration  into surge. I n .  

figure 9 ( a )  the acceleration was in i t ia ted  by an approximate step 
increase i n  fuel  f l o w .  It can be seen that the engine accelerated 
normally for a short while a f t e r  the fuel  step and then began t o  surge. 
Surge init iation  resulted in  a negative.  value of the  derivative of 
ccanpressor-discharge pressure, and this negative signal (in conjunction 
with contzol bias}  was used t o  trigger .a reduction in  fuel f l o w .  

In figure 9(b) is shown a similar accel&ation  into surge, start- 
ing from the same bitial conditions but with a l/Z-second lag on the 
acceleration  fuel  input. In both  cases (figs.  9(a) and (b)) the con- 
t rol   act ion,  in cutting back the  fuel f l o w ,  res t r ic ted surge t o  only 
I cycle. However, the campletion of a t  least 1 cycle of surge could 
not be  prevented, md a slower rate of change of the fuel input  did 
not  help the control to eUn ina te  surge, . . . .  - 

Effect of fuel.cut-back.timing;. - By add- 8 negative  voltage 
bias t o  the surge-indication  signal, it w a s  possible t o  obtain a neg- 
a t ive signal to-the. control before the derivative of ccmpressor-dischsrge .. . 

I 
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c pressure  actuaUy became negative, that is, before the pressure drop 
associated with surge actuaUy occurred. It w&8 thus possible to ad- 
just the timing of the fue l  cut-back to a slight degree and thereby 
permit fuel .cut-backS prior  to  receipt of the surge  indication. 

Figure 9 shows that fue l  cut-backs were obtained  before the 
coqressor-discharge-pressure trace gave an indication of the occur- 
rence of surge. In spite of the  anticipatory  reduction of fue l  flow, 
the engine  surged through 1 cycle.  Figure 10 shows an attemgt to fur- 
ther increase the anticipatory  action of the control. In figure l O ( a )  
an acceleration Fnto surge is limited to 1 surge  cycle by the fuel-  
reduction  action of the control. The accelemtion shown Fn figure  10(b) 
is a duplication of the previous  acceleration with iden t i ca l   i n i t i a l  
conditions. Eowever, the  &ticiptory  act ion of the  control was in- 
creased slightly fn an attempt t o  hasten the timing of the fuel-flow 
cut-back. The result of this attempt w a s  a cut-back in fue l  flow that 
interrupted normal acceleration without the requirement of a surge- 
tadicat  ion  signal. This type of cut-back does not  represent  desirable 

system would require a schedule based on the determination of optbun 
control bias  as a function of operating  conditions. It is therefore 

in the fue l  cut-back of figure l O ( a )  and that further anticipation 
would result in fuel  reductions whether o r  not surge w a s  about t o  

3 control  action, in that application of sudi act ion  to  a surge-control 

- indicated that maximum allowable  anticipatory  control  action was used 

OCCUT . 
For  purposes of cmparison, the surge of figure lO(a) has been 

superwosed on figure 10(b), and the superposition  indicates less than 
0.01-second difference Fn t5ming Between the two fuel-flow cut-backs. 
It is significant that a difference of only 0.01 second in the fue l  
cut-back c d d  make the difference between either no surge or a surge 
cycle that required about 0.2 second fo r  comgletion (20 times the dif- 
ference in fuel cut-back the) and yet remained uninterrupted by the 
fuel  cut -back. 

Figure 10(b) indicates that a dead the of about 0.02 second e x i s t s  
before the effect  of the fuel-flow  cut-back is noticeable i n  either the 
cmpressor-discharge-pressure t r ace 'o r  in its derivative. The dead 
the means that, if the compressor is approach- surge, it will con- 
tinue t o  do so fo r  0.02 second after the fue l  cut-back. This probably 
accounts f o r  the apparent paradox of surge  ini t ia t ion  af ter  the fue l  
has been cut back, as shown i n  the  data  presented  herein, and may also 
account for   mch of the data spread  obtained in many fuel-flow  surge- 
line determinations on various  engines. 

.I 

Effect of s ize  of fu&-flow cut-back. - The size of the fuel-flow 
cut-backs were varied over an extensive r w e  in order t o  determine 

4 whether a sufficiently large cuk-back mightsucceed in preventing the 
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completion of a surge  cycle. Figure U ( a >  shows an acceleration inb - 

surge- with the fuel flow cut back t o  a value sl igbt ly  greater. than the 
initial fue l  flow. The- cut-back  flow is  16.2 percent of the acceler- 
ation fuel flow. Figure l l (b )  shows an identical  acceleration from 
essentially  identical  initial  conditions  but with the fuel  flow cut 
back t o  a value less-.than- the  initial-condition.value of fuel flow. 
The cut-back fuel flow 16 6 .3  percent of the acceleration  fuel flow. 
NO significant  difference in the surge  cycle resulted from the change 
In size  of the  fuel-flow cut-back. .. . . . .- 

4 
Control  action for surge  entry  resulting from closing of exhaust- 

nozzle area. - It was considered  possible that the failure of the cm- 
trol   to  interrupt  the  surge  cycle mQht be a t t r ibu tab le   to  poor fuel 
combustion during  transients. CoIllbustion of previously unburned fue l  
m i g h t  therefore occm a f t e r the  -fuel-flow cut-back. In order to -elim- 
inate combustion transient  effects, t he  engine was brought into surge" 
by gradually cloBing the exhaust-nozzle area. Upon surge  Initiation, 
the control  triggered a reduction in fuel flow as in previoue  attempt6 
t o  eliminate surge. This transient is shown in figure 1 2 .  The initial 
condition was 100 percent rated speed, and the exha;ust-nozzle area 
(trace not shown) was gradually .reduced un t i l  surge  occurred. The con- 
trol then triggered a fuel  reduction down t o  idle fuel f l o w .  The surge .. 
was again limited t~ only 1 cycle,  but the combined effect of maximum 
feasible fuel cut-back ana . d i m t i o n  of canbustion dynam,ice did not 
succeed in interrup'cing the surge  cycle. 

. ". . " 

. .  

Successful  surge  elimination. - Out of all the control data obtained, 
only one condition of operation, illustrated by the sequence of acceler- 
ations in figure 13, may be construed as a successful  elimFnation of 
surge that resulted from reproducible  control action. Figure 13(a) 
shows an engine acceleration  into  surge w i t h  the surge control  discon- 
nected. The prolonged flat  region of Increased canpressor pressure just 
p r i o r   t o  surge is characteristic of surge approach anly a t  speeds b e l o w  
idle speed. T h i s  characteristic flat region pr ior   to  surge  gives the 
control  sufficient the t o  reduce the fue l  f l o w  before.  surge cazl occur. 
Figure 13(b) shows an acceleratFon.with  surge  control that started from 
the same initial conditions as the acceleration shown in figuze 13(a>. 
The surge  control decreased the . fuel  f l o w  t-iye $0 prevent surge 
despite the fact  that the compressor-discharge-pressure attained the 
same maxiruum value as that obtained in  the acceleration-into  surge of 
figure 13(a). A deaa time of about  0.02-second is discernible between 
the a d  of fuel &&--back. the .reeponie"ol c-&ii-sress6r-dischrge 
pressure. 

- . .-.. 

Figure  13(c) shows a similar acceleration with surge  control, but 
the  initial speed was 1-perccnt .hi@er (based m rated speed)  than the 
i n i t i a l  speed of theuncontrolled  acceleratbn of figure 13(a). Appar- 
ently, the f l a t  region of pressure  prior ta surge was not long enough, 

I 

c .- 
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at the slightly higher speed, t o  e.n&le the  control t o  prevent  the 
surge  cycle. 

It should be emphasized that there is a basic  difference between 
the control  action shown in figure 13 and the  control  action  previously 
discussed  for  figure 10, where surge m s  also prevented. Ln the low-  
speed region  (fig. 13), the prolonged flat  region  prior t o  surge pro- 
vided a true  indication of  impending surge so that the  control  action 
was triggered by a reproducible and predictable signal. In the higher- 
speed run of figure 10(b), the  control  action w a s  the  result  of an 
arbitrary control bias that would d i f fe r  with  every  operatFng  condition 
rather  than on a signal fram the engine actually indicative of surge 
ini t ia t ion.  

Other surge-control  attempts. - As noted. in the discussion of the 
selection of a surge-cmtrol parameter, the use of the  derivative of 
the  difference between inner- and outer-compressor-discharge  pressures 
appeared t o  have possible  uti l i ty.   Several  runs w e r e  made with th i s  
variable  as  the  surge-indication parameter, and  once  more the most 
successful runs were those in w h i c h  surge w a s  limited t o  1 cycle. r 

cu 
I 

S A  A series of runs  was made in which the engine was surged as a 
result  of fuel addition,  but  the  surge-control  action was modified t o  
open the exhaust-nozzle area rather than t o  cut back the  fuel  f l o w .  
Here again it was possible  to limit surge t o  1 cycle,  but  the  surge 
cycle could not be successfully  interrupted. 

DISCUSSION OF RESWS 

Factors Involved in  Surge Control 

The primary objective of this  investigation was t o  determine the 
feas ib i l i ty  of an acceleration  surge  control that would opepate 8 s  a 
function of an engine  surge  indication rather than as a function of pre- 
determined schedules. Inasmuch as no presurge  indication was apparent 
from preliminary  tests,  the  control was designed t o  trigger a reduction 
in ~LI& flow upon receipt of an engFne s i g n d  that was kd ica t ive  of 
surge initiation. Application of this type  control  requires  the  sensing 
of surge  init iation and the  cut -back in  fue l  flow t o  occur in  at least 
less time than the period of a surge  cycle. In addition, successful 
control  operation is based on the major premise that a surge  cycle, 
once  begun, can be interrupted without  completion of the  cycle. 

. The data  presented show that the  control system desimed and used 
Fn this  investigation was successful in limiting  surge t o  only 1 cycle 
but was unsuccessful in i t s  attempts to   interrupt  and prevent completion 
of the first surge  cycle.  Failure-of  the  control  to completely  prevent 
surge could be attr ibutable " t o  several  factors: 

- 
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(1) The control system may have been too slow. I 

(2) CoxnbUtiOn durFng acceleration transients may have  been poor, 
60 that unburned fuel may have extended combustion  beyond the  point of 
fuel-flow  cut-back. 

(3) It may be physically  impossible t o  interrupt a surge  cycle and 

Analysis of the data indicates that the action of the  control i 
prevent its cmqletion. 

Ln 

system resulted Fn a fuel-flow cut-back that occurred a8 much as 0.03 
second before  the  indicated  surge-initiation  point. Even if allowance- 
i s  made for  the lag in measuring-camgressor  pressures (Less than 0.01 
second) and f o r  a possible dead time of 0.02 second between fuel- 
valve  position and comgressor-discharge presswe, it is obvious that 
the fbl cut-backs mist -*e occurred w e l l  at the  beghning of the  surge 
cycles. It is therefore  very  doubtful that slowness of the control was 
responsible for the unsuccessf'ul attempts at surge  elimination. 

. " 

In figure 12 surge was caused by a gradual  reduction of exhaust- 
nozzle  area at constant fuel flow in order t o  minimize any possible 
combustion effects that might resul t  frm rapid  addition of fuel. The 
control  limited  surge  to 1 cycle i n  the same roamer as if surge had 
been the result  of a fuel  addition. It is therefore  indicated that 
unsuccessful a t t q t s  t o  cangletely  prevent  surge were not attributable 
t o  combustion dynamics. 

Elimination of control response and conibustion  aynamice as factors 
that m i g h t  have  been respoflsible f o r  unsuccessful  elimbation of surge 
leaves the premise that surge, at-least in th'is  engine, is flmdamentd-ly 
irreversible.   Irreversibil i ty,  i n  this case, m e m e  that, after a surge 
cycle has begun, it cannot be Fnterrupted u n t i l  the cycle has been 
completed. I n  corroboration of the conclusion that a surge  cycle is 
irreversible, it is pointed  out that a complete surge  cycle alway-6 re- 
sulted from a sufficiently  large  fuel  pulse  (fig. 51, that periodic 
fuel  pulses did not affect   e i ther  compressor-discharge pressure durFng 
surge or  the surge frequency (f ig .  6), and, finally, that surge  recovery 
always came f r o m  the same direction and i n  the same manner. 

Surge El-lm-inntion at Low Engine Gpeed 

The control  action of figure 13 was successful in preventing  surge, 
but  the engine  operating  condition  represented a special case. A t  
engFne speeds below idle speed, the canpressor-discharge  pressure flat- 
tens out for  a prolonged period  (possibly 0.05 aec)  before it reversea 
sharply i n  the   charac te r i s t ic   wi fes ta t ion  of surge ini t ia t ion.  Be- 
cause o f .  the prolonged f l a t  region, it was possible for the control t o  
cut back fuel flow and prevent  surge even a f t e r  the compressor-discharge 
pressure had approximately  reached its maximum value a t  $_he beglnning of 
the flat-region. Unfortunately,  the flat region of cqpreesor-discharge 

0 

- .  
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pressure is  not  characteristic of turbojet engines i n  their  operating 
ranges, and successful  control  operation i n  the f la t  region is, therefore, 
a matter only of academic i n t e r e s t .  

Appraisal of Control 

If the premise is accepted that a surge  cycle cannot be inter- 
rupted,  then the Optt.Srm,m action of the  control would be to   l imi t  surge 
t o  a single  cycle. In this  respect the control  action w a s  successful. 

On many engines a single  cycle of surge might be acceptable, 
particularly because acceleration  surge  control is usually required Fn 
the  region below cruise speed where 1 surge  cycle may not be  very 
&mag- (above cruise speed, engines are  usually temperature  limited 
before  the surge polnt is reached). It wauld appear feas ib le   to  couple 
the  surge  control  investigated with an adjustable schedule, so that 
occurrence of surge would be  l imited  to 1 cycle and the 6chedule 

A 
o ? I  would 6hultaneousl.y be reset t o  a new lower value. ca 
cu 
Q -  SUMMKRY OF BESUEPS 

An investigation w a ~  made of a surge-control system that triggered 
a reduction in me1  f l o w  upon receipt of a signal from the englne that 
was indicative of surge ini t ia t ion.  The derivative of compressor- 
discharge  pressure was selected ~ E I  a surge-control signal from a Bur- 
vey of engine  parameters. It was found that the  control system  could 
successfully limit surge t o  only 1 cycle; however, a minimum of 1 surge 
cycle could n o t  be  avoided. Var ia t ions  i n  fue l  cut-back  timing, s i z e  
of fuel  cut-back, and method of surge  entry (whether from a fuel step, 
fuel  ramp, o r  exhaust-nozzle-area change) d id  not improve the  control 
action beyond i t s  ab i l i t y  t o  lfmit surge t o  a single  cycle. 

The a b i l i t y  of the  control  to  successfully  lnterrupt and thereby 
prevent completion of a surge  cycle leads t o   t he  canclusion that, at  
least in the engFne investigated, a surge  cycle is fundamentally 
irreversible . 

A t  speeds below idle speed, a prolonged f la t  region of compressor- 
discharge  pressure  existed, prior to  the  pressure  reversal,  that is 
characteristic of surge  init iation only at these l o w  speeds. This 
prolonged f l a t  region  permitted  the  control  sufficient time to reduce 
the   fue l  flow before  surge  occurred. Completely successful  prevention 

the  limitations of the  control Fn the normal operating  range - 
I of surge was therefore  obtained a t  speeds below idle, in  contrast  with 

Lewis Flight  Propulsion Laboratory 
National Advisory Coamnittee for Ammutics 

Cleveland, Ohio, A u g u s t  12, 1955 
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Figure 1. - Reeearch-facility fuel valve. 
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1: Surge-indication s i p 1  

( a )  Block diagram or surge c m t r o l .  

Note: Switches o1)erate eimultaneously 
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e 
n t 

-L T I  l eve l  adjustment 
Fuel  out-back I 

[ b) Computer circuitry.  

Figwe 2. - Schematic diagram of surge cantrol. 
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TEnglne tail pipe 

fElectrohy&aulic 
servomotor 

(a) Schematic of variable-area exhaust nozzle. 

Time- 

(b) Response of variable-area exhaust nozzle. 

Figure 3. - Characteristics  of variable-area exhaust nozzle. 
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Figure 4 .  - Characterietirs of f i l t e r  used for acceleraihn signal. 
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(a) Acceleration w3th 100-percent exhauet-nozzle area. 
Figure 7. - Survey of compressor-discharge-pressure  frequencies. 
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(b) Acceleration and its darlwt lve .  

Ffgure 8. - Concluded. Investigation of pose1bI.e surge-controlparumeters. 
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Figure 9. - Effect of fuel-input rate on surge-control action. 
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(b) Ramp i n p t  i n  fuel flw. 

Figure 9.  - Concluded. Effect of fuel-input rate on surge-control action. 
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(a) Fuel cut-back with surge. 

Figure Lo. - Effect of fuel cut-back timing on surge-control action. 
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(a) Fuel cubback vltbout surge. 

Figure Lo. - Conclude&. Effect ai fuel cut-back timing on aurge-cnntrol action. 
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(a) Fuel f l o w  cut back to 16.2 percent of iuel flow at surge. 

Figure ll. - Effect of size of fuel-flov cut-backs on surge-control action. 
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(b) Control action with surge prevention. 

Figurc 13. - Continued. Surge-control actiop st speed below idle. 
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(c) Control action at engfne epeed 1 percent higher than in figure l2(b). 

F i g u r e  W. - Conclude& Surge-contml action  at epee& below idle. 

I) 
NACA - Langley Field. Vr. 
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